
 

SUBJECT: Service Information for RSA-10ED1 Fuel Injection Servo 
Parts Lists 2524273-12, 2524298-12, 2524420-11, 2524422-9, 
2524491-9, 2524534-9, 2524556-9, 2524582-8, 2524859-3, and 
2576642-2. 

PURPOSE: To provide repair shops with flow bench limits and service information for  
RSA-10ED1 fuel injection servo parts lists noted in subject line. 
 
Revision 3:  Added parts list 2576642-2. 

Revision 2:  Added parts lists 2524422-9 and 2524859-3.  Revised calibration limits 
are now 11277-03 and service limits are 10171-03. 

Revision 1:  Added parts lists 2524298-12, 2524420-11, 2524491-9, 2524534-9, 
2524556-9, and 2524582-8. 

A. EFFECTIVITY:  This Service Information Letter is applicable to all RSA-10ED1 fuel 
injection servos, parts lists noted in subject line.  These servos are installed on  
Lycoming IO-540, IO-580, and IO-720 series engines. 

B. REASON: To revise Calibration and Service limits to current settings  

C. COMPLIANCE:  This change is non-mandatory and may be accomplished at overhaul or at 
the owner’s discretion. 

D. DESCRIPTION:  The service information found in manual 15-458G for parts lists noted in 
the subject line are applicable except as follows: 

1. Reference manual 15-458G Change 1, Calibration and Service Limits:  

Specification 
Type 

Applicable 
Figure 

Old Test Specification New Test 
Specification 

Calibration 
Limits 

1301 11277-01 
11299-01 (Fig 1305) 

11277-03 

Service Limits 1302 10171-01 
9891-01 (Fig 1306) 

10171-03 

These specifications supersede all previous specifications and are included with this service 
information letter, see pages 3 & 4.  
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2. Reference manual 15-458G, History of Changes for the following Parts Lists: 

 2524273-12 Issue 12 Uses basic assembly 2524648-N 
2524298-12 Issue 12 Uses basic assembly 2524648-N 
2524420-11 Issue 11 Uses basic assembly 2524648-N 
2524422-9 Issue 9  Uses basic assembly 2524516-P 
2524491-9 Issue 9  Uses basic assembly 2524648-N 
2524534-9 Issue 9  Uses basic assembly 2524648-N 
2524556-9 Issue 9  Uses basic assembly 2524648-N 
2524582-8 Issue 8  Uses basic assembly 2524648-N 
2524859-3 Issue 3  Uses basic assembly 2524516-P 
2576642-2 Issue 2  Uses basic assembly 2524516-P 

3. History of Changes for Basic Assembly 2524516-P 

Date IC Number  Description 

6-17-97 41 Added optional venturi 2542034 

4-9-98  42 Lower idle valve 2525236 was 2537665 

8-3-04 42  Added optional regulator cover 2577230 

4-21-08 43  Hex plug gasket 2577258 was 365533 

10-19-09 44  Servo Stem Seal 2577245 Replaced 
    Spring 2539560 and Seal 2539561 

12-6-11 44  Added Optional Servo Body Assy 2577278 

1-13-12 44  Flow Bench T.S. 11277-03 was 11299-01 
    Flow Bench T.S. 10171-03 was 9891-01 

4. History of Changes for Basic Assembly 2524648-N 

Date IC Number  Description 

6-17-97 35 Added optional venturi 2542034 

4-9-98  36 Lower idle valve 2525236 was 2537665 

6-28-04 36  Added optional regulator cover 2577230 

4-11-08 37  Hex plug gasket 2577258 was 365533 

2-3-09 37  Flow Bench T.S. 11277-02 was 11277-01 
    Flow Bench T.S. 10171-02 was 10171-01 

1-20-10 38  Servo Stem Seal 2577245 Replaced 
    Spring 2539560 and Seal 2539561 

2-8-11 38  Added Optional Servo Body Assy 2577255 

1-13-12 38  Flow Bench T.S. 11277-03 was 11277-02 
    Flow Bench T.S. 10171-03 was 10171-02 
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