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Instructions, Throttle Return Spring

McFarlane Aviation, Inc.
696 Eas! 1700 Road
Baldwin City, Kansas 66006

A

Step 7: Reinstall cable and
synchronizecarburetor/throttle
controls per maintenance
manual instructions.

Step 5: Placeupper
spring hook into the
spring hole on the upper
throttle arm piece as
shown.
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Step 3: Removeupper
throttle arm piece from the
carburetor shaft.

Step 8: Cyclespring through full travel of
control and verify that the spring is not
rubbing or touching on either brackets or
drip trays. If the spring does rub,
adjustments to the bracket(s) and or drip
trays may be required.

Step 6: Placeupper
, throttle arm back on the
carburetor shaft and
reinstall nut.

Step 4: Install new spring
lower hook, so that open end
of the hook faces away from
the engine/carburetor. Install
part number 6822 (red) spring
on the left (port) carb.,
matching the red navigation
light. Install part number 7235
(blue) spring on the right
(starboard) carb.

Step 2: Removenut from
carburetor shaft.

Step 1: Removethe old
spring from the carburetor
arm assembly.

A

B

Instructions for installation of McFarlane Aviation, Inc. part number 6822 & 7235
throttle return springs.
Dueto inherentenginevibrations,adherenceto installationinstructionsis critical to the life of the
springs. The springsare color codedto match the specificsidesof the enginethey are to be
installedon red for left (port) and blue for right (starboard).


